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Destinatar Expeditor
Firma
Referinta
Adresa
Phone
Fax
E-mail
Cod articol : Curve tolerance according to ISO 9906
101112224 Him E Inaltime de pompare — KPS 30/16 :—Ap / kPa
Articol: 32; ; 320
KPS 30/16 M-P 30 300
2 - 260
Date pompa 261 260
24 = 240
Diametru rotor: | —
22 - 220
Presiune nominala: 6 bar (600 kPa) 205 200
Temperatura min. fluid -10°C 185 —180
Temperatura max. fluid 50°C 16; 160
Temperatura max. ambianta 40 °C 144 % 140
123 =120
Date de functionare cerute 103 F 100
E - 80
Debit : 8 I C
6 60
fnaltime de pompare : B C
44 40
Fluid pompat : Apa 2 ] C 20
Temperatura fluid: 20°C o3 1¥ Domeniu de utilizare > E 0
TT T [ T T T [T T T [T T T [T T T[T T[T T
Densitate 998.3 kg/m® 0 0.4 0.8 1.2 1.6 2 24 Q/mfh
Vascozitate cinematica: 1.005 mm?/s
Presiune de vapori: 2.34 kPa
A R < B1
Date disponibile: c
> A’DNM
Debit: IREER
| A
naltime de pompare : ™ N B
A
[e)
=
Materiale H2) H
[— H1
Corp pompa Fonta 200 UNI ISO 185 L] =
Rotor Alama P Cu Zn40 Pb2 UNI 5705/65 ———— v = 5 Y
E 2
Arbore motor AISI 416 X12 CrS 13 UNI 6900/71 L
Garnitura OR NBR
Capac Alama P Cu Zn40 Pb2 UNI 5705/65
Etansare mecanica Carbon/Ceramica
Masa 5.3kg
Date motor Dimensiuni de gabarit mm
Marca : DAB A 228
P la P2 0.37 kW B 132
utere nominala P2: .
B1 165
Viteza nominala: 2800 1/min C 22
Tensiune nominala : 1~ 220-240V 50 Hz DNA "G
DNM 1"G
Curent nominal : 2A E 46
Grad de protectie: IP 44 G 65
H 158
. HA1 103
Racorduri pompa:
H2 138
Partea cu aspiratia: 1"G | 6bar (600 kPa) 1% 8
Partea cu refularea: 1"G /6 bar (600 kPa)

DAB PUMPS isi rezerva dreptul de a aduce modificari fara obligatia de instiintare in prealabil.




DAB

®

CURBELOR CARACTERISTICE

12/11/202(

Pagina2/3

DAB PUMPS S.p.A.
Via Marco Polo, 14 - 35035 Mestrino (PD), Italy
Tel. +39 049 5125000 - Fax +39 049 5125950
www.dabpumps.com

WATERTECHNOLOGY

Destinatar

Expeditor

Firma
Referinta
Adresa
Phone
Fax
E-mail

KPS 30/16 M-P

Curve tolerance according to ISO 9906

Inaltime de pompare

— KPS 30/16

H/m ?Ap / kPa
E 340
343 £330
33 £ 320
32 F 310
313 300
%03 200
293 =280
282 270
27; - 260
26; 250
253 5240
247 =
J =230
23; E 220
:é =210
20; =200
19; §190
185 ?180
-
14E — 140
132 %130
12E ~ 120
11; §110
1043 100
= =90
CE ~ 80
77 — 70
6" ~ 60
5 =50
= =
= 30
2= £ 20
= E 10
0 3 |« Domeniu de utilizare >|‘ = 0
L L L B B B BN R
0 0.2 0.4 0.6 0.8 1 1.2 14 1.6 1.8 2 2.2 2.4 2.6 Q/ m*h
Date disponibile:
Partea cu aspiratia: Partea cu refularea: Debit : inaltime de pompare : Viteza nominala:
1"G 1"G .
6 bar (600 kPa) 6 bar (600 kPa) 2800 /min
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KPS 30/16 M-P
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Dimensiuni in mm Racorduri pompa:

1 A 228

2 B 132 Aspiratie

3 B1 165 1"G

4 SNA sz 6 bar (600 kPa)

5 "

6 DNM 1"G

7 E 46 Refulare

8 G 65 1"G

5130 :1 122 6 bar (600 kPa)
11 H2 138

12 |19 8
MAIN_PROJECT_TITLE BUSINESS_PROCESS_IL OWNER_ ISSUE_DATE

DAB PUMPS isi rezerva dreptul de a aduce modificari fara obligatia de instiintare in prealabil.



